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European foreword
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be withdrawn at the latest by August 2024. :

Attention is drawn to the possibility that some of the elements of this document may be the subject: of
patent rights. CEN-CENELEC shall not be held responsible for identifying any or all such patent rights?.

Any feedback and questions on this document should be directed to the users’ national standards body
A complete listing of these bodies can be found on the CEN and CENELEC websites. :

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland,
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of
North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and the
United Kingdom.

Endorsement notice

The text of ISO/IEC 23894:2023 has been approved by CEN-CENELEC as EN ISO/IEC 23894:2024
without any modification.
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Foreword

ISO (the International Organization for Standardization) and IEC (the International Electrotechnical
Commission) form the specialized system for worldwide standardization. National bodies that are
members of ISO or IEC participate in the development of International Standards through technical
committees established by the respective organization to deal with particular fields of technical
activity. ISO and IEC technical committees collaborate in fields of mutual interest. Other international
organizations, governmental and non-governmental, in liaison with ISO and IEC, also take part in the
work. :

The procedures used to develop this document and those intended for its further maintenance
are described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria
needed for the different types of document should be noted. This document was drafted in
accordance with the editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives or
www.iec.ch/members_experts/refdocs). '

Attention is drawn to the possibility that some of the elements of this document may be the subject
of patent rights. ISO and IEC shall not be held responsible for identifying any or all such patent
rights. Details of any patent rights identified during the development of the document will be in the
Introduction and/or on the ISO list of patent declarations received (see www.iso.org/patents) or the IEC
list of patent declarations received (see https://patents.iec.ch).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to
the World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT) see

www.iso.org/iso/foreword.html. In the IEC, see www.iec.ch/understanding-standards.

This document was prepared by Joint Technical Committee ISO/IEC JTC 1, Information technology,
Subcommittee SC 42, Artificial intelligence.

Any feedback or questions on this document should be directed to the user’s national standards
body. A complete listing of these bodies can be found at www.iso.org/members.html and
www.iec.ch/national-committees.

iv © ISO/IEC 2023 - All rights reserved
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Introduction

The purpose of risk management is the creation and protection of value. It improves performance,
encourages innovation and supports the achievement of objectives.

This document is intended to be used in connection with ISO 31000:2018. Whenever this document
extends the guidance given in ISO 31000:2018, an appropriate reference to the clauses of ISO 31000:2018
is made followed by Al-specific guidance, if applicable. To make the relationship between this document
and ISO 31000:2018 more explicit, the clause structure of ISO 31000:2018 is mirrored in this document
and amended by sub-clauses if needed. .

This document is divided into three main parts:

Clause 4: Principles - This clause describes the underlying principles of risk management. Thé use of Al
requires specific considerations with regard to some of these principles as described in ISO 31000 2018,
Clause 4. '

Clause 5: Framework - The purpose of the risk management framework is to assist the orgzanization
in integrating risk management into significant activities and functions. Aspects specific to the
development, provisioning or offering, or use of Al systems are described in ISO 31000:2018, Clause 5.

Clause 6: Processes - Risk management processes involve the systematic application of policies,
procedures and practices to the activities of communicating and consulting, establishing the context,
and assessing, treating, monitoring, reviewing, recording and reporting risk. A specialization of such
processes to Al is described in ISO 31000:2018, Clause 6.

Common Al-related objectives and risk sources are provided in Annex A and Annex B. Annex C provides
an example mapping between the risk management processes and an Al system life cycle.

© ISO/IEC 2023 - All rights reserved v
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Information technology — Artificial intelligence —
Guidance on risk management

1 Scope

This document provides guidance on how organizations that develop, produce, deploy or use products,
systems and services that utilize artificial intelligence (AI) can manage risk specifically related to
Al The guidance also aims to assist organizations to integrate risk management into their Al-related
activities and functions. It moreover describes processes for the effective implementation and
integration of Al risk management.

The application of this guidance can be customized to any organization and its context.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

[SO 31000:2018, Risk management — Guidelines
ISO Guide 73:2009, Risk management — Vocabulary

ISO/IEC 22989:2022, Information technology — Artificial intelligence — Artificial intelligence concepts
and terminology

3 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 31000:2018,
ISO/IEC 22989:2022 and ISO Guide 73:2009 apply.

[SO and IEC maintain terminology databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

4 Principles of Al risk management

Risk management should address the needs of the organization using an integrated, structured and
comprehensive approach. Guiding principles allow an organization to identify priorities and make
decisions on how to manage the effects of uncertainty on its objectives. These principles apply to all
organizational levels and objectives, whether strategic or operational.

Systems and processes usually deploy a combination of various technologies and functionalities
in various environments, for specific use cases. Risk management should take into account the
whole system, with all its technologies and functionalities, and its impact on the environment and
stakeholders.

Al systems can introduce new or emergent risks for an organization, with positive or negative
consequences on objectives, or changes in the likelihood of existing risks. They also can necessitate

© ISO/IEC 2023 - All rights reserved 1
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specific consideration by the organization. Additional guidance for the risk management principles,
framework and processes an organization can implement is provided by this document.

NOTE

Different International Standards have significantly different definitions of the word “risk.” In

ISO 31000:2018 and related International Standards, “risk” involves a negative or positive deviation from the
objectives. In some other International Standards, “risk” involves potential negative outcomes only, for example,
safety-related concerns. This difference in focus can often cause confusion when trying to understand and
properly implement a conformant risk management process.

[SO0 31000:2018, Clause 4 defines several generic principles for risk management. In addition to guidance
in ISO 31000:2018, Clause 4, Table 1 provides further guidance on how to apply such principles where

necessary.
Table 1 — Risk management principles applied to artificial intelligence
Principle Description (as given in ISO Implications for the development and
31000:2018, Clause 4) use of Al
a) |Integrated Risk management is an integral part of all | No specific guidance beyond ISO 31000:2018.
organizational activities.
b) |Structuredand com-|A structured and comprehensive approach to | No specific guidance beyond ISO 31000:2018.
prehensive risk management contributes to consistent
and comparable results.
c) |Customized The risk management framework and process | No specific guidance beyond ISO 31000:2018.
are customized and proportionate to the
organization’s external and internal context
related to its objectives.
2 © ISO/IEC 2023 - All rights reserved
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Table 1 (continued)
Principle Description (as given in ISO Implications for the development and
31000:2018, Clause 4) use of Al
d) |Inclusive Appropriate and timely involvement of stake- | Because of the potentially far-reaching im-

holders enables their knowledge, views and
perceptions to be considered. This results
in improved awareness and informed risk
management.

pacts of Al to stakeholders, it is important
that organizations seek dialog with diverse
internal and external groups, both to com-
municate harms and benefits, and to incor-
porate feedback and awareness into the risk
management process.

Organizations should also be aware that the
use of Al systems can introduce additional
stakeholders.

The areas in which the knowledge, views and
perceptions of stakeholders are of benefit
include but are not restricted to:

— Machine learning (ML) in particular
often relies on the set of data
appropriate to fulfil its objectives.
Stakeholders can help in the
identification of risks regarding
the data collection, the processing
operations, the source and type
of data, and the use of the data for
particular situations or where the
data subjects can be outliers.

— The complexity of AI technologies
creates  challenges related to
transparency and explainability
of Al systems. The diversity of Al
technologies further drives these
challenges due to characteristics such
as multiple types of data modalities, Al
model topologies, and transparency
and reporting mechanisms that
should be selected per stakeholders’
needs. Stakeholders can help to
identify the goals and describe the
means for enhancing transparency
and explainability of Al systems. In
certain cases, these goals and means
can be generalized across the use case
and different stakeholders involved. In
other cases, stakeholder segmentation
of transparency frameworks and
reporting mechanisms can be tailored
to relevant personas (e.g. “regulators”,
“business owners”, “model risk
evaluators”) per the use case.

— Using Al systems for automated
decision-making can directly affect
internal and external stakeholders.
Such stakeholders can provide their
views and perceptions concerning,
for example, where human oversight
can be needed. Stakeholders can help
in defining fairness criteria and also
help to identify what constitutes bias
in the working of the Al system.

© ISO/IEC 2023 - All rights reserved
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Table 1 (continued)

Principle

Description (as given in ISO
31000:2018, Clause 4)

Implications for the development and
use of Al

Dynamic

Risks can emerge, change or disappear as an
organization’s external and internal context
changes. Risk management anticipates, de-
tects, acknowledges and responds to those
changes and events in an appropriate and
timely manner.

To implement the guidance provided by
[SO 31000:2018, organizations should estab-
lish organizational structures and measures
to identify issues and opportunities related
to emerging risks, trends, technologies, uses
and actors related to Al systems.

Dynamic risk management is particularly
important for Al systems because:

The nature of Al systems is itself
dynamic, due to continuous learning,
refining, evaluating, and validating.
Additionally, some Al systems have
the ability to adapt and optimize
based on this loop, creating dynamic
changes on their own.

Customer expectations around Al
systems are high and can potentially
change quickly as the systems
themselves do.

Legal and regulatory requirements
related to Al are frequently changing
and being updated.

Integration with the management systems
on quality, environmental footprints, safety,
healthcare, legal or corporate responsibility,
or any combination of these maintained by
the organization, can also be considered to
further understand and manage Al-related
risks to the organization, individuals and
societies.

f)

Bestavailable infor-
mation

The inputs to risk management are based on
historical and current information, as well
ason future expectations. Risk management
explicitly takes into account any limitations
and uncertainties associated with such
information and expectations. Information
should be timely, clear and available to rel-
evant stakeholders.

Taking into account the expectation that Al
affects the way individuals interact with
and react to technology, it is advisable for
organizations engaged in the development
of Al systems to keep track of relevant infor-
mation available regarding the further uses
ofthe Al systems that they developed, while
users of Al systems can maintain records of
the uses of those systems throughout the
entire lifetime of the Al system.

As Al is an emerging technology and con-
stantly evolving, historical information
canbe limited, and future expectations can
change quickly. Organizations should take
this into account.

The internal use of Al systems should be
considered, if any. Tracking the use of Al
systems by customers and external users
can be limited by intellectual property,
contractual or market-specific restrictions.
Such restrictions should be captured in the
Al risk management process and updated
when business conditions warrant revisiting.

© ISO/IEC 2023 - All rights reserved
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Table 1 (continued)
Principle Description (as given in ISO Implications for the development and
31000:2018, Clause 4) use of Al
g) |Humanand cultural| Human behaviour and culture significantly |Organizations engaged in the design, de-
factors influence all aspects of risk management at|velopment or deployment of Al systems, or
each level and stage. any combination of these, should monitor

the human and cultural landscape in which
they are situated. Organizations should focus
on identifying how Al systems or compo-
nents interact with pre-existing societal
patterns that can lead to impacts on equitable
outcomes, privacy, freedom of expression,
fairness, safety, security, emplo‘yment, the
environment, and human rights:broadly.

h) |Continual improve-|Risk management is continually improved | The identification of previously unknown
ment through learning and experience. risks related to the use of Al systéms should
be considered in the continual improvement
process. Organizations engaged in‘the design,
development or deployment of Al systems or
system components, or any combination of
these, should monitor the Al ecdsystem for
Performance successes, shortcomings and
lessons learned, and maintain awareness
of new Al research findings and techniques
(opportunities for improvement).

5 Framework

5.1 General

The purpose of the risk management framework is to assist the organization in integrating risk
management into significant activities and functions. The guidance provided in ISO 31000:2018, 5.1
applies.

Risk management involves assembling relevant information for an organization to make decisions and
address risk. While the governing body defines the overall risk appetite and organizational objectives,
it delegates the decision-making process of identifying, assessing and treating risk to management
within the organization.

ISO/IEC 3850711 describes additional governance considerations for the organization regarding
the development, purchase or use of an Al system. Such considerations include new opportunities,
potential changes to the risk appetite as well as new governance policies to ensure the responsible use
of Al by the organization. It can be used in combination with the risk management processes described
in this document to help guide the dynamic and iterative organizational integration described in
1SO 31000:2018, 5.2.

5.2 Leadership and commitment
The guidance provided in ISO 31000:2018, 5.2 applies.
In addition to the guidance provided in ISO 31000:2018, 5.2 the following applies:

Due to the particular importance of trust and accountability related to the development and use of Al,
top management should consider how policies and statements related to Al risks and risk management
are communicated to stakeholders. Demonstrating this level of leadership and commitment can be
critical for ensuring that stakeholders have confidence that Al is being developed and used responsibly.

The organization should therefore consider issuing statements related to its commitment to Al risk
management to increase confidence of their stakeholders on their use of Al.

© ISO/IEC 2023 - All rights reserved 5
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Top management should also be aware of the specialized resources that can be needed to manage Al

risk, and allocate those resources appropriately.

5.3

Integration

The guidance provided in ISO 31000:2018, 5.3 applies.

5.4 Design

5.4.1 Understanding the organization and its context

The guidance provided in ISO 31000:2018, 5.4.1 applies.

In addition to guidance provided in ISO 31000:2018, 5.4.1, Table 2 lists additional factors to consider
when understanding the external context of an organization.

Table 2 — Consideration when establishing the external context of an organization

Generic guidance provided by ISO 31000:2018,
5.4.1

Organizations should consider at least the following
elements of their external context:

Additional guidance for organizations engaged in Al

Organizations should additionally consider, but not exclusively,
the following elements:

The social, cultural, political, legal, regulatory,
financial, technological, economic and
environmental factors, whether international,
national, regional or local;

Relevant legal requirements, those

specifically relating to Al

including

Guidelines on ethical use and design of Al and
automated systems issued by government-related
groups, regulators, standardization bodies, -civil
society, academia and industry associations.

Domain-specific guidelines and frameworks related to
AL

Key drivers and trends affecting the objectives
of the organization;

Technology trends and advancements in the various
areas of Al

Societal and political implications of the deployment of
Al systems, including guidance from social sciences.

External stakeholders’ relationships,
perceptions, values, needs and expectations;

Stakeholder perceptions, which can be affected by
issues such as lack of transparency (also referred to as
opaqueness) of Al systems or biased Al systems.

Stakeholder expectations on the availability of
specific Al-based solutions and the means by which
the Al models are made available (e.g. through a user
interface, software development kit).

Contractual relationships and commitments;

How the use of Al, especially Al systems using
continuous learning, can affect the ability of the
organization to meet contractual obligations and
guarantees. Consequently, organizations should
carefully consider the scope of relevant contracts.

Contractual relationships during the design and
production of Al systems and services. For example,
ownership and usage rights of test and training data
should be considered when provided by third parties.

The complexity of networks and dependencies;

The use of Al can increase the complexity of networks
and dependencies.

© ISO/IEC 2023 - All rights reserved
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Table 2 (continued)

Generic guidance provided by ISO 31000:2018, |Additional guidance for organizations engaged in Al
5.4.1

Organizations should consider at least the following| Organizations should additionally consider, but not exclusively,
elements of their external context: the following elements:

— (guidance beyond ISO 31000:2018). — An Al system can replace an existing system and, in
such a case, an assessment of the risk benefits and risk
transfers of an Al system versus the existing system
can be undertaken, considering safety, environmental,
social, technical and financial issues associated with
the implementation of the Al system.

In addition to guidance provided in ISO 31000:2018, 5.4.1, Table 3 lists additional factors to consider
when understanding the internal context of an organization.

Table 3 — Consideration when establishing the internal context of an organization

Generic guidance provided by ISO 31000:2018, |Additional guidance for organizations engaged in Al
5.4.1

Organizations should consider at least the follow- |Organizations should additionally consider, but not exclu-

ing elements of their internal context: sively, the following elements:
— Vision, mission and values; — No specific guidance beyond I1SO 31000:2018
— Governance, organizational structure, roles|— No specific guidance beyond ISO 31000:2018
and accountabilities;
— Strategy, objectives and policies; — No specific guidance beyond ISO 31000:2018
— The organization’s culture; — The effect that an Al system can have on the

organization’s culture by shifting and introducing new
responsibilities, roles and tasks.

— Standards, guidelines and models adopted by|— Any additional international, regional, national and
the organization; local standards and guidelines that are imposed by the

use of Al systems.

— Capabilities, understood in terms of resources|— The additional risks to organizational knowledge
and knowledge (e.g. capital, time, people, related to transparency and explainability of Al
intellectual property, processes, systems and systems.
technologies);

— The use of Al systems can result in changes to the
number of human resources needed to realize a certain
capability, or in a variation of the type of resources
needed, for instance, deskilling or loss of expertise
where human decision-making is increasingly
supported by Al systems.

— The specific knowledge in Al technologies and data
science required to develop and use Al systems.

— The availability of Al tools, platforms and libraries
can enable the development of Al systems without
there being a full understanding of the technology, its
limitations and potential pitfalls.

— The potential for Al to raise issues and opportunities
related to intellectual property for specific Al systems.
Organizations should consider their own intellectual
property in this area and ways that intellectual
property can affect transparency, security and the
ability to collaborate with stakeholders, to determine
whether any steps should be taken.

© ISO/IEC 2023 - All rights reserved 7
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Table 3 (continued)

Generic guidance provided by ISO 31000:2018,
5.4.1

Organizations should consider at least the follow-
ing elements of their internal context:

Additional guidance for organizations engaged in Al

Organizations should additionally consider, but not exclu-
sively, the following elements:

Data, information systems and information
flows;

Al systems can be used to automate, optimize and
enhance data handling.

As consumers of data, additional quality and
completeness constraints on data and information can| :
be imposed by Al systems. ‘

Relationships with internal stakeholders,
taking into account their perceptions and
values;

Stakeholder perception, which can be affected by issues
such as lack of transparency of Al systems or biased Al|’
systems. :

Stakeholder needs and expectations can be satisfied to| :
a greater extent by specific Al systems. :

Theneedforstakeholderstobeeducated on capabilities,
failure modes and failure management of Al systems.

Contractual relationships and commitments;

Stakeholder perception, which can be affected by
different challenges associated with Al systems such
as potential lack of transparency and unfairness.

Stakeholder needs and expectations can be satisfied by
specific Al systems.

Theneed forstakeholderstobe educated on capabilities,
failure modes and failure management of Al systems.

Stakeholders’ expectations of privacy, and individual
and collective fundamental rights and freedoms.

Interdependencies and interconnections;

The use of Al systems can increase the complexity of
interdependencies and interconnections.

In addition to the guidance provided in ISO 31000:2018, 5.4.1, organizations should consider that the
use of Al systems can increase the need for specialized training.

5.4.2 Articulating risk management commitment

The guidance provided in ISO 31000:2018, 5.4.2 applies.

5.4.3 Assigning organizational roles, authorities, responsibilities and accountabilities

The guidance provided in ISO 31000:2018, 5.4.3 applies.

In addition to the guidance of ISO 31000:2018, 5.4.3, top management and oversight bodies, where
applicable, should allocate resources and identify individuals:

— with authority to address Al risks;

— with responsibility for establishing and monitoring processes to address Al risks.

5.4.4 Allocating resources

The guidance provided in ISO 31000:2018, 5.4.4 applies.

5.4.5 Establishing communication and consultation

The guidance provided in ISO 31000:2018, 5.4.5 applies.

8
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5.5 Implementation

The guidance provided in ISO 31000:2018, 5.5 applies.

5.6 Evaluation

The guidance provided in ISO 31000:2018, 5.6 applies.
5.7 Improvement

5.7.1 Adapting
The guidance provided in ISO 31000:2018, 5.7.1 applies.

5.7.2 Continually improving

The guidance provided in ISO 31000:2018, 5.7.2 applies.

6 Risk management process

6.1 General
The guidance provided in ISO 31000:2018, 6.1 applies.

Organizations should implement a risk-based approach to identifying, assessing, and understanding
the Al risks to which they are exposed and take appropriate treatment measures according to the
level of risk. The success of the overall Al risk management process of an organization relies on the
identification, establishment and the successful implementation of narrowly scoped risk management
processes on strategic, operational, programme and project levels. Due to concerns related but not
limited to the potential complexity, lack of transparency and unpredictability of some Al-based
technologies, particular consideration should be given to risk management processes at the Al system
project level. These system project level processes should be aligned with the organization’s objectives
and should be both informed by and inform other levels of risk management. For example, escalations
and lessons learned at the Al project level should be incorporated at the higher levels, such as the
strategic, operational and programme levels, and others as applicable.

The scope, context and criteria of a project-level risk management process are directly affected by
the stages of the Al system’s life cycle that are in the scope of the project. Annex C shows possible
relations between a project-level risk management process and an Al system life cycle (as defined in
ISO/IEC 22989:2022).

6.2 Communication and consultation
The guidance provided in ISO 31000:2018, 6.2 applies.

The set of stakeholders that can be affected by Al systems can be larger than initially foreseen, can
include otherwise unconsidered external stakeholders and can extend to other parts of a society.

6.3 Scope, context and criteria

6.3.1 General
The guidance provided in ISO 31000:2018, 6.3.1 applies.

In addition to the guidance provided in ISO 31000:2018, 6.3.1, for organizations using Al the scope of
the Al risk management, the context of the Al risk management process and the criteria to evaluate
the significance of risk to support decision-making processes should be extended to identify where Al
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systems are being developed or used in the organization. Such an inventory of Al development and use
should be documented and included in the organization’s risk management process.

6.3.2 Defining the scope
The guidance provided in ISO 31000:2018, 6.3.2 applies.

The scope should take the specific tasks and responsibilities of the different levels of an organization
into account. Moreover, the objectives and purpose of the Al systems developed or used by the
organization should be considered.

6.3.3 External and internal context
The guidance provided in ISO 31000:2018, 6.3.3 applies.

Because of the magnitude of potential effects of Al systems, the organization should pay special
attention to the environment of its stakeholders when forming and establishing the context of the risk
management process.

Care should be taken to consider a list of stakeholders, including, but not limited to:
— the organization (itself);

— customers, partners and third parties;

— suppliers;

— end users;

— regulators;

— civil organizations;

— individuals;

— affected communities;

— societies.

Some other considerations for external and internal context are:

— whether Al systems can harm human beings, deny essential services (which if interrupted would
endanger life, health or personal safety) or infringe human rights (e.g. by unfair and biased
automated decision-making) or contribute to environmental harm;

— external and internal expectations for the organization’s social responsibility;
— external and internal expectations for the organization’s environmental responsibility.

The guidelines in ISO 26000:2010[2] outlining aspects of social responsibility should apply as a
framework for understanding and treating risk, particularly on core subjects of organizational
governance, human rights, labour practices, the environment, fair operating practices, consumer issues
and community involvement and development.

NOTE Further background information on trustworthiness is available in ISO/IEC TR 24028:202013].

6.3.4 Defining risk criteria
The guidance provided in ISO 31000:2018, 6.3.4 applies.

In addition to the guidance provided in ISO 31000:2018, 6.3.4, Table 4 provides additional guidelines on
factors to be considered when defining risk criteria:
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Table 4 — Additional guidance when defining risk criteria

Considerations for defining risk criteria as provid- |Additional considerations in the context of the

ed in ISO 31000:2018, 6.3.4 development and use of Al systems

— The nature and type of uncertainties that can|— Organizations should take reasonable steps to
affect outcomes and objectives (both tangible and understand uncertainty in all parts of the Al
intangible); system, including the utilized data, software,

mathematical models, physical extension, and
human-in-the-loop aspects of the system (such as
any related human activity during data collection

— How consequences (both positive and negative)
and likelihood will be defined and measured;

and labelling).
— Time-related factors; — No specific guidance beyond ISO 31000:2018
— Consistency in the use of measurements; — Organizations should be aware that Al is a fast-

movingtechnology domain. Measurement methods
should be consistently evaluated according to
their effectiveness and appropriateness for the Al
systems in use.

— How the level of risk is to be determined; — Organizations should establish a consistent
approach to determine the risk level. The approach
should reflect the potential impact of Al systems
regarding different Al-related objectives (see

Annex A).
— How combinations and sequences of multiple risks|— No specific guidance beyond ISO 31000:2018
will be taken into account;
— The organization’s capacity. — The organization’s Al capacity, knowledge level

and ability to mitigate realized Al risks should be
considered when deciding its Al risk appetite.

6.4 Risk assessment

6.4.1 General
The guidance provided in ISO 31000:2018, 6.4.1 applies.

Al risks should be identified, quantified or qualitatively described and prioritized against risk criteria
and objectives relevant to the organization. Annex B provides a sample catalogue of Al-related risk
sources. Such a sample catalogue cannot be considered comprehensive. However, experience has
shown the value of using such a catalogue as base for any organization performing a risk assessment
exercise for the first time or integrating Al risk management into existing management structures. The
catalogue serves as a documented baseline for these organizations.

Organizations engaged in the development, provisioning or application of Al systems therefore should
align their risk assessment activities with the system life cycle. Different methods for risk assessment
can apply to different stages of the system life cycle.

6.4.2 Riskidentification

6.4.2.1 General
The guidance provided in ISO 31000:2018, 6.4.2 applies.

6.4.2.2 Identification of assets and their value

The organization should identify assets related to the design and use of Al that fall within the scope of
the risk management process as defined in 6.3.2. Understanding what assets are within the scope and
the relative criticality or value of those assets is integral to assessing the impact. Both the value of the
asset and the nature of the asset (tangible or intangible) should be considered. Additionally, in relation
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to the development and use of Al, assets should be considered in the context of elements including but
not limited to the following:

— Assets of and their value to the organization:

— Tangible assets can include data, models and the Al system itself.

— Intangible assets can include reputation and trust.
— Assets of and their value to individuals:

— Tangible assets can include an individual’s personal data,

— Intangible assets can include privacy, health, and safety of an individual.
— Assets of and their value to communities and societies:

— Tangible assets can include the environment,

— Intangible assets are likely more values based, such as socio-cultural beliefs, community
knowledge, educational access and equity.

For valuation of assets and the relation to impact, see 6.4.2.6 and 6.4.3.2.

NOTE The use of the word "asset" with the illustrative examples in this clause does not have any legal
implications.

6.4.2.3 Identification of risk sources

The organization should identify a list of risk sources related to the development or use of Al, or both,
within the defined scope.

Risk sources can be identified within, but not limited to, the following areas:
— organization;

— processes and procedures;

— management routines;

— personnel;

— physical environment;

— data;

— Al system configuration;

— deployment environment;

— hardware, software, network resources and services;
— dependence on external parties.

Examples of Al-related risk sources can be found in Annex B.

6.4.2.4 Identification of potential events and outcomes

The organization should identify potential events that are related to the development or use of Al and
can result in a variety of tangible or intangible consequences.

Events can be identified through one or more of the following methods and sources:

—— published standards;
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— published technical specifications;

— published technical reports;

— published scientific papers;

— market data on similar systems or applications already in use;

— reports of incidents on similar systems or applications already in use;
— field trials;

— usability studies;

— the results of appropriate investigations;

— stakeholder reports;

— interviews with, and reports from, internal or external experts;

— simulations.

6.4.2.5 Identification of controls

The organization should identify controls relevant to either the development or use of Al, or both.
Controls should be identified during the risk management activities and documented (in internal
systems, procedures, audit reports, etc.).

Controls can be utilized to positively affect the overall risk by mitigating risk sources and events and
outcomes.

The operating effectiveness of the identified controls should also be taken into account, particularly
control failures.

6.4.2.6 Identification of consequences

As part of Al risk assessment, the organization should identify risk sources, events or outcomes that
can lead to risks. It should also identify any consequences to the organization itself, to individuals,
communities, groups and societies. Organizations should take particular care to identify any differences
between the groups who experience the benefits of the technology and the groups who experience
negative consequences.

Consequences to the organization necessarily differ from those to individuals and to societies.
Consequences to organizations can include but are not limited to:

— investigation and repair time;

— (work) time gained and lost;

— opportunities gained or lost;

— threats to health or safety of individuals;

— financial costs of specific skills to repair the damage;
— employee recruitment, satisfaction and retention;

— image reputation and goodwill;

— penalties and fines;

— customer litigations.
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Depending on the context, consequences to individuals and to societies can be more general, in which
case the organization can be unable to estimate exactly what the effect to each individual or to societies
is.

Rather than specifying each type of effect, this can be considered generally as with the degree of the
criticality of effects (for example, to privacy, fairness, human rights, etc., in the case of an individual, or
to the environment in the case of societies) being a key element.

The exact effects can depend on the context in which the organization operates and areas for which the
Al system is developed and used.

NOTE1 Consequences can be positive or negative. The organization can consider both when assessing the
consequences to the organization, to individuals and to societies.

NOTE 2  Consequences to individuals and societies usually can also lead to consequences to the organization.

For example, a safety incident to a user of a product of the organization can result in liability claims to the
organization and negatively impact its reputation and product sales.

6.4.3 Risk analysis

6.4.3.1 General
The guidance provided in ISO 31000:2018, 6.4.3 applies.

The analysis approach should be consistent with the risk criteria developed as part of establishing the
context (see 6.3).

6.4.3.2 Assessment of consequences

When assessing the consequences identified in the risk assessment, the organization should distinguish.... -

between a business impact assessment, an impact assessment for individuals and a societal impact
assessment.

Business impact analyses should determine the degree to which the organization is affected, and
consider elements including but not limited to the following:

— criticality of the impact;
— tangible and intangible impacts;
— criteria used to establish the overall impact (as determined in 6.3.4).

Impact analyses for individuals should determine the degree to which an individual can be affected by
the development or use of Al by the organization, or both. They should consider elements including but
not limited to the following:

— types of data used from the individuals;
— intended impact of the development or use of Al;
— potential bias impact to an individual;

— potential impact on fundamental rights that can result in material and non-material damage to an
individual;

— potential fairness impact to an individual;
— safety of an individual;

— protections and mitigating controls around unwanted bias and unfairness;
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— jurisdictional and cultural environment of the individual (which can affect how relative impact is
determined).

Impact analyses for societies should determine the degree to which societies can be affected by the
either development or use of Al by the organization, or both. They should consider elements including
but not limited to the following:

— scope of societal impact (how broad is the reach of the Al system into different populations):
including who the system is being used by or designed for (for instance, governmental use can
potentially impact societies more than private use); :

— how an Al system affects social and cultural values held by various affected groups (includiné
specific ways that the Al system amplifies or reduces pre-existing patterns of harm to dlfferent
social groups).

6.4.3.3 Assessment of likelihood

Where applicable, the organization should assess the likelihood of occurrence of events and outcomes
causing risks. Likelihood can be determined on a qualitative or quantitative scale and should align to
the criteria established as part of 6.3.4. Likelihood can be informed and affected by (not limited to):

— types, significance, and number of risk sources;
— frequency, severity, and pervasiveness of threats;

— internal factors such as operational success of policies and procedures and motivation of internal
actors;

— external factors such as geography and other social, economic and environmental concerns;
— success (mitigation) or failure of controls (see 6.4.2.5).

Organizations should incorporate likelihood calculations only where they are applicable and useful
for identifying where to apply risk treatments. There can be significant technical, economic and
heuristic issues with decision-making based likelihoods, particularly when the likelihood either can’t
be calculated or where the calculation has a large margin of error.

6.4.4 Risk evaluation

The guidance provided in ISO 31000:2018, 6.4.4 applies.
6.5 Risk treatment

6.5.1 General
The guidance provided in ISO 31000:2018, 6.5.1 applies.

6.5.2 Selection of risk treatment options
The guidance provided in ISO 31000:2018, 6.5.2 applies.

Risk treatment options defined by the organization should be designed to reduce negative consequences
of risks to an acceptable level, and to increase the likelihood that positive outcomes can be achieved. If
the required reduction of negative outcomes cannot be achieved by applying different risk treatment
options, the organization should carry out a risk-benefit analysis for the residual risks.

In accordance with ISO 31000:2018, 6.5.2 the organization should consider:
— avoiding the risk by deciding not to start or continue with the activity that gives rise to the risk;

— taking or increasing the risk in order to pursue an opportunity;
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— removing the risk source;

— changing the likelihood;

— changing the consequences;

— sharing the risk (for instance, through contracts or buying insurance);

— retaining the risk by informed decision.

6.5.3 Preparing and implementing risk treatment plans
The guidance provided in ISO 31000:2018, 6.5.3 applies.

Once the risk treatment plan has been documented, the risk treatment measures selected in 6.5.2
should be implemented.

The implementation of each risk treatment measure and its effectiveness should be verified and
recorded according to 6.7.

6.6 Monitoring and review

The guidance provided in ISO 31000:2018, 6.6 applies.

6.7 Recording and reporting
The guidance provided in ISO 31000:2018, 6.7 applies.

The organization should establish, record, and maintain a system for the collection and verification
of information on the product or similar products from the implementation and post-implementation
phases. The organization should also collect and review publicly available information on similar
systems on the market.

This information should then be assessed for possible relevance on the trustworthiness of the Al
system. In particular, the evaluation should assess whether previously undetected risks exist or
previously assessed risks are no longer acceptable. This information can be fed and factored into the
organization’s Al risk management process as adjustment of objectives, use cases or lessons learned.

If any of these conditions apply, organizations should perform the following:

— assess the effect on previous risk management activities and feed the results of this assessment
back into the risk management process.

— carry out a review of the risk management activities for the Al system. If there is a possibility that
the residual risk or their acceptance have changed, the effects on existing risk control measures
should be evaluated.

The results of this assessment should be recorded. The risk management record should allow the
traceability of each identified risk through all risk management processes. The records can leverage a
common template that is agreed upon by the organization.

In addition to the documentation of the scope, context and criteria (see 6.3), risk assessment (see 6.4)
and risk treatment (see 6.5), the record should include at least the following information:

— adescription and identification of the system that has been analysed;
— methodology applied;
— adescription of the intended use of the Al system;

— the identity of the person(s) and organization that carried out the risk assessment;
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— the terms of reference and date of the risk assessment;
— the release status of the risk assessment;

— ifand to what degree objectives have been met.
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Annex A
(informative)
Objectives
A.1 General

When identifying risks of Al systems, various Al-related objectives should be taken into account,
depending on the nature of the system under consideration and its application context. Al-related
objectives to consider include but are not limited to the objectives described in Clauses A.2 to A.12.

A.2 Accountability
Accountability refers both to a characteristic of organizations and to a system property:

— Organizational accountability means that an organization takes responsibility for its decisions and
actions by explaining them and being answerable for them to the governing body, to legal authorities
and more broadly to stakeholders.

— System accountability relates to being able to trace the decisions and actions of an entity to that
entity.

The use of Al can change existing accountability frameworks. Where previously persons performed
actions for which they would be held accountable, such actions can now be fully or partially performed
by Al systems. Who would be accountable in this case is an ongoing consideration by regulators: —
Developers and users of Al systems should be aware of the related legislation in the countries where
the system is brought onto the market and used.

A.3 Al expertise

Al systems and their development are different from non-Al software solutions. A selection of dedicated
specialists with inter-disciplinary skillsets and expertise in assessing, developing and deploying Al
systems is needed. Organizations should ensure that people with such expertise are engaged in the
development and specification of Al systems.

Expertise of Al should extend to the end users of Al systems. Users should have sufficient understanding
of how the Al system functions and are empowered to detect and override erroneous decisions or
outputs.

A.4 Availability and quality of training and test data

Al systems based on ML need training and test data in order to train and verify the systems for the
intended behaviour. The deployed Al system operates on production data. The training, test and
production data should be fit to the intended behaviour with respect to data type and quality.

Training and test data should be validated for their currency and relevance for the intended purpose.
The amount of training and test data required can vary based on the intended functionality and
complexity of the environment. The training and test data should have sufficiently diverse features
in order to provide strong predictive power for the Al system. Furthermore, consistency should be
ensured across training and test data, while using independent datasets when applicable.

It is possible that training and test data is not available in the company and is sourced externally. Data
quality should be ensured also in that case.
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A.5 Environmental impact

The use of Al can cause effects from an environmental point of view. The use of Al can have positive
effects on the environment. For example, an Al system can be used to reduce nitrogen oxide in a gas
turbine. The use of Al can also have a negative effect on the environment due to the extensive use of
resources. For example, the training phase of some Al systems requires computing resources and
can consume substantial amounts of electrical power. These impacts on the environment should be
considered.

A.6 Fairness

The use of Al systems for automated decision-making can be unfair to specific persons or groups of
persons. Unfair outcomes have a number of causes such as bias in objective functions, imbalanced
data sets, and human biases in training data and in providing feedback to systems. Unfairness can also
be caused by a bias issue in the product concept, the problem formulation or choices about when and
where to deploy Al systems.

For further information on bias and fairness in Al systems, see ISO/IEC TR 24027[41,

A.7 Maintainability

Maintainability is related to the ability of the organization to handle modifications of the Al system in
order to correct defects or adjust to new requirements. Because Al systems based on ML are trained
and do not follow a rule-based approach, the maintainability of an Al system and its implications should
be investigated.

A.8 Privacy

Privacy is related to the ability of individuals to control or influence what information related to them
can be collected, stored and processed, and by whom that information can be disclosed. As explained
in ISO/IEC TR 24028:2020[3], "many Al techniques (e.g. deep learning) highly depend on big data since
their accuracy relies on the amount of data they use. The misuse or disclosure of some data, particularly
personal and sensitive data (e.g. health records) can have harmful effects on data subjects. Thus,
privacy protection has become a major concern in big data analysis and AL"

Consideration should be taken to determine if an Al system can infer sensitive personal data. For Al
systems, protecting privacy includes protecting the data used for building and operating the Al system,
ensuring that the Al system cannot be used to give unwarranted access to its data, and protecting access
to models personalized for an individual or that can be used to infer information or characteristics of
similar individuals.

Improper collections, uses and disclosures of personal information can also have direct impacts on
fundamental human rights such as discrimination and freedom of expression and information. Impacts
on ethic principles in terms of respect of human Values and human dignity should also be considered.

NOTE A data protection impact assessment (see ISO/IEC 29134:2017[51), often referred to as a privacy
impact assessment, is a useful tool for managing the risks related to the use of personal data during the collection
of data, training of an Al system, and use of an Al system.

A.9 Robustness

Robustness is related to the ability of a system to maintain its level of performance under the various
circumstances of its usage. The degree to which an Al system or related component can function
correctly in the presence of invalid inputs or stressful environmental conditions should be taken into
consideration as well as the ability to reproduce measures and results.
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Robustness poses new challenges in the context of Al systems. Neural network architectures represent
a specific challenge as they are both hard to explain and sometimes have unexpected behaviour due to
their nonlinear nature. Characterizing the robustness of neural networks is an open area of research,
and there are limitations to both testing and verification approaches.

For further information on robustness of neural networks, see ISO/IEC TR 24029-1[6l,

A.10 Safety

The use of Al systems can introduce new safety threats. Safety relates to the expectation that a
system does not, under defined conditions, lead to a state in which human life, health, property or
the environment is endangered. Use of Al systems in automated vehicles, manufacturing devices, and
robots can introduce risks related to safety. Specific standards for particular application domains (e.g.
the design of machinery, transport, medical devices) should be taken into account for Al systems in
these domains.

For further information on functional safety in Al systems, see ISO/IEC TR 54691 (7],

A.11Security

Information security risk management is defined in ISO/IEC 27005:2022[8l. In the context of Al, and
in particular with regard to Al systems based on ML approaches, several new issues such as data
poisoning, adversarial attacks and model stealing as described in ISO/IEC TR 24028:2020(3] should be
considered beyond classical information and system security concerns.

A.12 Transparency and explainability

Transparency relates both to characteristics of an organization operating Al systems, and to those
systems themselves. Organizations are sometimes transparent on how they apply such systems, how
they use collected data (such as consumer and user data, public data, other collected data sets), which
measures they put in place to manage Al systems, understand and control their risks, etc. Transparency
of Al systems is to provide appropriate information about a system (e.g. capabilities and limitations)
to stakeholders to enable them to assess development, operation and use of Al systems against their
objectives. Al system explainability relates to an ability to rationalize and help to utiderstand how, for a
specific system, its outcome has been generated.

1) Under preparation. Stage at the time of publication: ISO/IEC DTR 5469:2022.
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Annex B
(informative)

Risk sources

B.1 General

When identifying risks of Al systems, various risks sources should be taken into account depending
on the nature of the system under consideration and its application context. Risk sources to consider
include but are not limited to the issues and opportunities described in Clauses B.2 to B.8.

B.2 Complexity of environment

The complexity of the environmentl2l of an Al system determines the range of potential situations an Al
system is intended to support in its operational context.

Certain Al technologies like ML are specifically suited to handle complex environments and are
therefore often used for systems used for complex environments like automated driving. A great
challenge however is to identify in the design and development process all relevant situations that the
system is expected to handle and that the training and test data cover all these situations.

Hence, complex environments can result in additional risks relative to simple environments. Special
consideration should be given to determining the degree to which the Al system environment is
understood:

— Complete understanding of environment that is only possible for simple predictable or controlled
environments, such that the Al system is prepared for all possible states of the environment that it
can encounter, allows for better risk control.

— In case of partial understanding due to high complexity or uncertainty of the environment, such
that the Al system cannot forecast all possible states of the environment (for instance, autonomous
driving), it cannot be assumed that all relevant situations are considered. This can result in a level
of uncertainty, which is a source of risk, and should be taken into account when designing such
systems.

B.3 Lack of transparency and explainability

Transparency is about communicating appropriate activities and decisions of an organization (e.g.
policies, processes) and appropriate information about an Al system (e.g. capabilities, performance,
limitations, design choices, algorithms, training and test data, verification and validation processes and
results) to relevant stakeholders. This can enable stakeholders to assess development, operation and use
. of Al systems against their expectations. The kind and level of information that is appropriate strongly
1 depends on the stakeholders, use case, system type and legislative requirements. If organizations are
* unable to provide the appropriate information to the relevant stakeholders, it can negatively affect
1 trustworthiness and accountability of the organization and Al system.

Explainability is the property of an Al system that the important factors influencing a decision can be
* expressed in a way that humans can understand. An ML model can have behaviour that is difficult to
- understand by inspection of the model or the algorithm used to train it, especially in the case of deep
 learning. If such important factors cannot be expressed, validation of the Al system and the trust of
* humans in the system are negatively affected as it is not clear why the system has made a decision and
< if it can make the correct decision in all cases. This uncertainty can result in many risks and strongly
- effect general objectives such as trustworthiness and accountability, and specific objectives such as
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safety, security, fairness and robustness. Explainability is therefore not only relevant for stakeholders
as part of Al system transparency but also for the organization itself for its own validation and
verification of the Al system.

Excessive transparency and explainability can also lead to risks in relation to privacy, security,
confidentiality requirements and intellectual properties.

B.4 Level of automation

Al systems can operate with different levels of automation. They can range from no automation where
an operator fully controls the system to fully automated systems. Al systems are often automated
systems. Depending on the specific use case, the automated decisions of such systems can have an
effect on various areas of concern such as safety, fairness or security.

For a level of automation where an external agent must be ready when necessary, the handover from
the system to the agent can be a risk source (e.g. time constraints, attention of the agent).

For further information on levels of automation, see ISO/IEC 22989:2022, 5.2.

B.5 Risk sources related to machine learning

Many advances in Al are related to ML and subfields thereof such as deep learning. The behaviour of ML
systems is critically dependent not just on the algorithms in use but also on the data on which the ML
models are trained. Therefore, possible effects on Al characteristics include:

— Data quality: The quality of training and test data directly affects the functionality of the system.
Inadequate data quality can affect various objectives such as fairness, safety and robustness.

— For Al systems utilizing ML, the processes used to collect data are a source of risks that are especially
hard to diagnose and detect. For example:

— Data can become unrepresentative of the domain of application, leading to risks to business
objectives.

— Data sourcing and storage can incur significant ethical and legal risks. Failing to secure the
data collection process can lead to risks from adversarial attacks, data poisoning or other
manipulation.

— Continuous learning Al systems intends to improve the systems on the basis of the evolving
production data, at the same time can exacerbate risk as they can change their behaviour during
use in a way that was not expected when it was brought into use.

B.6 System hardware issues
Risk sources related to hardware issues include, but are not limited to:

— Hardware errors based on defective components. Examples are short circuits or interruptions of
single or multiple memory cells, defective bus lines, drifting oscillators, stuck-at faults or parasitic
oscillations at the inputs or outputs of integrated circuits.

— Soft errors such as unwanted temporary state changes of memory cells or logic components, mostly
caused by high energy radiation.

— Transferring trained ML models between different systems can be constrained due to differing
hardware capabilities of the systems in terms of processing power, memory and the availability of
dedicated Al hardware accelerators.

— Whenan Al system requires remote processing and storage, network errors, bandwidth restrictions
and increased latency due to the limited and shared nature of network resources.
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B.7 System life cycle issues

Inappropriate or insufficient methods, processes and also usage of an Al system along its life cycle can
lead to risks. Examples of such risks are:

Design and development: A flawed design process can fail to anticipate the contexts in which the Al
system is used, causing it to fail unexpectedly when used in these contexts.

Verification and validation: An inadequate verification and validation process for releasing updated
versions of the Al system can lead to accidental regressions or unintended deterioration or
degradation in quality, reliability or safety.

Deployment: An inadequate deployment configuration can lead to resource problems related to
memory, compute, network, storage, redundancy or load balancing.

Maintenance, update and revision: An Al system no longer supported or maintained by the developer
but still in use can present long-term risks or liability to the developing organization.

Reuse: A functioning Al system can be used in a context for which it was not originally designed,
causing problems due to differing requirements between the designed and actual use. For example,
a system designed for identifying faces in photos shared on a social network can be used to attempt
to identify faces of criminal suspects in surveillance footage, an application that requires a much
higher degree of precision than the original use case.

Decommissioning: Organizations that terminate the use of a certain Al system or a component
based on Al technologies can lose information or decision expertise that have been provided by the
decommissioned system. Moreover, if another system is used to replace the decommissioned one,
the way an organization processes information and makes decisions can change.

B.8 Technology readiness

Technology readiness indicates how mature a given technology is in a given application context. Less
mature technologies used in the development and application of Al systems can impose risks that
are unknown to the organization or are hard to assess. For mature technologies a larger variety of
experience data can be available, making risks easier to identify and to assess. However, there is also a
risk of complacency and technical debt if technologies are mature.
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Annex C

(informative)

Risk management and Al system life cycle

Table C.1 shows an example of a mapping between the risk management processes and an Al system life
cycle as defined in ISO/IEC 22989:2022.

Table C.1 — Risk management and Al system life cycle

level activities
related to risk

sets directions
for Al risk man-

- Al risk manage- | Al risk management process (Clause 6)
. ment framework
Risk
management (Clause 5)
Al system Scope, context Risk assessment |Risk treatment |Monitoring and |Recording and re-
. and criteria review porting
Life cycle !
Organizational Governing body |Feedbackreports from Al systems’ risk management processes are being received and processed.

As aresult, the organizational risk management framework is being improved by extending and
refining of the organization’s risk management tools:

management agement.
To } A catalogue of risk | A catalogue of po-|A catalogue of|A catalogue|Acatalogue ofestab-
p manage Soe o . .
ment commits. | criteria. tential risk sources. | known or }mp_le- pf known or llsh_ed methods and
mented mitigation [implemented|defined formats for
High-level risk A caFalogue ,Of measures. techniques for|tracing, recording,
management techniques for risk monitoring and |reporting, and shar-
appetite and sources: assess- controlling Al|ing the information
general criteria ment and meas- systems. about Al systems with
are established. urements. internal and external
stakeholders.
Inception Governing body | The Al system risk | Risk sources spe-|A detailed risk|Necessary “proof | The analysis with its
examines the Al|management pro- | cific to the Al sys-|treatment plan is | of concept” meth- |results and the rec-
system objectives | cess and the sys-|tem are identified | established. ods are imple-|ommendation are
in the context of |tem’s risk criteria|(potentially in a . W mented, tested|recorded and com-
the organization’s|are established |multi-layered man- | Potentially, “proof| 54 evaluated. | municated to the top
and the stakehold- | through customiza- | ner) and described of concept meth- management.
ers’ principles and | tion of the organiza- | in detail. ods are defined.
values, tion’s risk manage-
. |ment framework.
Based on a (typi-
cally multi-layer)
analysis, deter-
mineswhetherthe
Alsystem is feasi-
ble and address-
es the problem
the organization
seeks to solve.
Designand develop- | Governing body | Potentially, the Al|The risk assess-|The risk treat-|During the test-|The results are re-
ment continually re-as- | systemrisk criteria | mentis performed | ment plan is im-|ing, verification | corded and fed back
sesses the objec- |is modified as a re- | continuously (po-|plemented. and validation |to the relevant risk
tives, the efficacy | sult of the feedback | tentially on multi- . therisk treatment | management process
and the feasibili- |reports. ple layers). The risk treat- plan for the sys- |activities.
ty of the system mer}t med the‘ (re-| tem's components
based onreceived maining) risks as well as for the As necessary, the con-
feedback reports. assessment con-|\vhole system is clusions are commu-
tinue until the | ccassed and ad- | nicated to the man-
established risk justed. agement chainand to
criteria are met. the governance body.
Verification and val-
idation
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sesses the ob-
jectives and the
feasibility of the
system based on
received feedback
reports.

management pro-
cess are adjusted
for the necessary
“configuration”
changes.

continuously (po-
tentially on multi-
ple layers).

tentially updated
due to “configura-
tion” changes and
implemented.

The risk treat-
ment and the (re-
maining) risks
assessment con-
tinue until the
established risk
criteria are met.

plan is being
re-assessed to
allow for neces-
sary adjustments.

Operation, moni-

Governing body

Potentially, the Al

The system’s risk

The system’s risk

The risk treat-

re-examines the
Al system objec-
tives and their
relation to the
organization’sand
the stakeholders’
principles and val-
ues,

Based on the anal-
ysis, determines
whether the Al
system s feasible.

management pro-
cess and the sys-
tem’s risk criteria
are re-evaluated
against any poten-
tial changes to the
specific purpose
and scope of the Al
system, outcome of
operation monitor-
ing and new regula-
tory requirements

risk sources specif-
ic to the Al system
are examined for
relevance and any
possible gaps.

ment plan is po-
tentially updated.

The risk treat-
ment and the (re-
maining) risks
assessments
continue until the
established risk
criteria are met.

toring continually re-as- | systemrisk criteria | assessment plan is | treatment plan is | ment plan for the
- . sesses the ob-|ismodified asare-|potentially adjust- | potentially adjust- | system’s compo-
C.ontlnuous valida- jectives and the |sultofthe feedback|ed for risk criteria | ed forrisk changes | nents is assessed
tion feasibility of the|reports. changes. inriskassessment |and adjusted.
system based on outcomes.
received feedback
reports.
Re-evaluation Governing body | The Al system risk | The list of existing | The risk treat-|The Al system’s

risk treatment
plan is being
re-assessed to
allow for neces-
sary adjustments.

placement

gation.

Retirement or re-

Triggers a new risk
management process
with new objectives,
risks and their miti-

Governing body
re-examines the
Al system objec-
tives based on
the analysis, de-
termines wheth-
er the Al system
retirement or
replacement is
feasible.

The Al system risk
managementretire-
ment process and
the system’s retire-
ment risk criteria
are established.

Risk sources spe-
cific to the Al sys-
tem retirement
are identified and
described in detail.

Detailed risk
treatment plan is
established.

Necessary “proof
of concept” meth-
ods are imple-
mented, tested
and evaluated.

Table C.1 (continued)
- Al risk manage- | Al risk management process (Clause 6)
. ment framework
Risk
management (Clause 5)
Al system Scope, context Risk assessment |Risk treatment |Monitoring and |[Recording and re-
. and criteria review porting
Life cycle |
Deployment Governing body | The Al system risk|The risk assess-|The risk treat-|The Al system’s
continually re-as- | criteriaand the risk | mentis performed | ment plan is po-|risk treatment
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